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C_MCD 
VP 186054
The modular MAHA Universal Console can be expanded from a 
stand for the CONNECT analog display or a TFT television to a 
fully equipped input terminal. The mounting option of the C_MBT 
control cabinet allows free-standing installation and, thanks to the 
possibility of use in the emission tester and scissors lift area, also 
ensures a tidy and modern appearance in your workshop or test 
hall.

PRODUCT DETAILS/ACCESSORIES

Basic console for modular and customer-specific
expansion up to a fully equipped input terminal.

Also for use as a stand for the Universal

Analog Display or a TFT television up to 40 .
Possibility to accommodate the C_MBT 3.5 - 20.0 basic control
cabinet (Standard).

TECHNICAL DATA

Dimensions (H x W x D) 1180 x 550 x 460 mm

Weight approx. 31 kg

Colour RAL 7016 anthracite grey

ACCESSORIES

VZ 955311 Keyboard shelf module to accommodate a 
keyboard without printer compartment

VZ 955305 Printer compartment module with roller shutter 
and integrated keyboard tray

VZ 955309 Mouse tray module incl. mouse pad
VZ 955310 PC storage compartment module to 

accommodate a standard PC
VZ 955308 Monitor holder module with VESA standard
VZ 955312 Switch plate module

VZ 955306 Trolley module with four rollers two with parking 
brake

VZ 955307 Emission tester shelf module
SUPPLEMENTARY CHARGES
VT 998253 Internal transport -SOUTHSimultaneous display, 

MCD Control cabinet (per pce)
VT 998254 Internal transport -NORTHSimultaneous display, 

MCD Control cabinet (per pce)
VM 996240 Installation costs Universal console C_MCD
VV 997596 Packing Charges Universal-Desk C_MCD
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